
  Premium Glossy Photo Paper
Photo Grade   10.5 mil

This glossy paper is excellent for photography as well as displays and proofing. It is made on a 
Photographic Resin Coated (RC) base, similar to traditional silver halide color paper, but the 10.5 
mil base is 15% heavier for a professional feel.  Compatible with all dye and pigment printers.

FEATURES

★ RC Base
★ 10.5 mil Base
★ Highest Color Gamut
★ Bright White Base
★ Instant Dry
★ Water Resistant

          BENEFITS

★ Greater Stability 
★ Thicker than standard products
★ Exacting Color Reproduction
★ More Color Saturation
★ Easy Handling and Finishing
★ Excellent Durability

SPECIFICATIONS

Surface      Glossy
Basis Weight (grams/m2)    260 
Caliper (mil)      10.5     

 Gloss (60o)      >42   
 Opacity      ≥94.5%  
 CIE Color      L* 95.0, a* 1.2  ± 0.5, b* -7.8 ± 1.0
 Base Composition     Resin Coated Paper 
 Texture       Smooth   
 Brighteners (OBA’s)     Yes   
 Water-Resistant      Yes   
 Printer Compatibility     Aqueous  

Ink Compatibility     Pigment & Dye  
Black Ink       Photo Black

APPLICATIONS

★ Commercial Photography
★ Promotions
★ General Photography
★ Landscape Photography

★ Proofing!! ! !
★ Signage and POP
★ Posters
★ Portraits



FINISHING RECOMMENDATIONS

Allow print to dry minimum 24 hours before mounting or finishing.  Ink must be completely cured before finishing.

COATING - To Prepare for Coating:

• Let print Dry 24 hours after printing.
• Print must be upright on a flat, smooth surface.
• At 50% RH (± 10%) and 70oF  (+/- 10oF), spray a lacquer based coating. For best results, use a lacquer 

based spray.

MOUNTING

• Use only archival acid-free products for finishing & mounting.
• Use Cold mounting materials.  Heat mounting is NOT recommended.
• Use Pressure Sensitive Lamination.  Heat Lamination is not recommended.
• Heat Lamination if used must be below 230°F (110°C).

MATERIAL HANDLING and STORAGE

• Media should be handled with fabric gloves to prevent finger markings.  
• Unused material should be stored upright or suspended in its original packaging.  
• Shelf life of 2 years can be expected when stored in its original packaging at 70oF, 50% RH
• Keep Out of direct sunlight and away from heat sources such as radiators, CRT’s and air cleaners.

PACKAGING SPECS

 Cut Sheet Boxes: White box, Semigloss Finish, Wall thickness  3/16”, Wrapped Sheets
  Roll Boxes: Kraft Box, Matte Finish, 3” Cores, Wrapped Rolls        
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SIZE Part Numbers Box Size
(Inches)

Box
(Lbs)

Ctn
Qnty

Carton Size
(Inches)

Carton
(Lbs)

8.5” x 11” x 20 FM-8.5X11PG-20 8 5/8 x 111/8 x 1/4 0.8 25 19 x 12 x 8 42
8.5” x 11” x 50 FM-8.5X11PG-50 111/2 x 9 x 3/4 2.3 18 19 x 12 x 8 43
8.5” x 11” x 100 FM-8.5X11PG-100 111/2 x 9 x 11/4 4.2 10 19 x 12 x 8 42
8.5” x 11” x 250 FM-8.5X11PG-250 121/2 x 93/4 x 71/2 20.0 n/a n/a n/a
11” x 17”  x 50 FM-11X17PG-50 175/8 x 115/8 x 3/4 4.6 9 181/2 x 121/2 x 8 44
13” x 19”  x 50 FM-13X19PG-50 195/8 x 135/8 x 3/4 5.8 9 201/2 x 14 x 8 55.5
13” x 19” x 100 FM-13X19PG-100 195/8 x 135/8 x 11/4 10.4 5 201/2 x 14 x 8 54.4
17” x 22” x 20 FM-17X22PG-20 225/8 x 175/8 x 1/8 3.2 25 24.5 x 17.5 x 8 78
17” x 22” x 50 FM-17X22PG-50 225/8 x 175/8 x 3/4 9.2 9 24.5 x 17.5 x 8 85
17” x 100’ FM-17X100PG-R 18.25 x 5.5 x 5.5 9 4 19 x 12 x 12 38.2
24” x 100’ FM-24X100PG-R 25.25 x 5.5 x 5.5 13 4 26 x 12 x 12 54
36” x 100’ FM-36X100PG-R 37.25 x 5.5 x 5.5 19.5 4 38 x 12 x 12 81.2
44” x 100’ FM-44X100PG-R 45.25 x 5.5 x 5.5 23.5 4 46 x 12 x 12 96
50” x 100’ FM-50X100PG-R 51.25 x 5.5 x 5.5 27 4 52 x 12 x 12 110
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